Product data sheet EZAUX11

Characteristics signalling switch AL AX 2 NO/NCstandard - for
Easypact

\.r 148112 28411

EZAUX11
~ Auiaryadarm Swith
| S

Main g
Range of product EZC100 2
Range EasyPact g
Device short name AL é
AX 5

Q

Product or component type Switch g
Device application Signalling ‘§
Alarm é

Signal contacts composition 2 NO/NC 2
s

Complementary §
Auxiliary contacts type Standard g
[Ith] conventional free air thermal 5A %
current El
[le] rated operational current DC-12:25ADC48V E’
AC-15:2 A AC 50/60 Hz 250 V £

DC-12:0.2 ADC 250 V k]

DC-14:0.2 ADC 250 V &

AC-12 : 3 A AC 50/60 Hz 250 V 3

AC-15:5 A AC 50/60 Hz 48 V b

DC-14:1ADC48V P

DC-12:04ADC 125V B

AC-12:5 A AC 50/60 Hz 24 V 2

DC-12:4ADC 24V £

AC-12 : 5 A AC 50/60 Hz 48 V 8

AC-15:5A AC 50/60 Hz 24 V e

AC-12 : 5 A AC 50/60 Hz 125 V 3

DC-14:04ADC 125V §

DC-14:3ADC 24V ]

AC-15:3 AAC 50/60 Hz 125 V 8

Minimum load 10mA at 24 V g
Auxiliary connection terminal Lead wire g
£

B

Contractual warranty £
Warranty period 18 months §
g

5

£

S

g
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